Pure Clean H20 Water Filters
Twin Water Filter System
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PURE CLEAN

Water Filter Systems
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The PCH WSP2000 is a complete, economical

twin water filter system utilizing 2 permanent

filter housings with replaceable filter cartridges.

The WSP2000 system has extra capacity and
performance as 2 cartridges provide total protection
and performance. The system is particularly suitable
for high sediment applications. The twin filter has

2 stage filtration - Stage 1: The PS0510 replaceable
filter cartridge reduces sediment, dirt, rust and
particulate matter. Stage 2: The CBO110 replaceable
filter cartridge reduces chlorine, unpleasant taste
and odour, parasitic cysts whilst leaving in essential
minerals and fluoride. All plumbing fittings are
supplied including a dedicated drinking water tap.
Clean, great tasting water can be enjoyed from your
own water supply all year round!

Features & Benefits

+ High capacity twin system for maximum
performance and life

« Filter housings manufactured in U.S.A.

«  WaterMark system - Australian Standards certified

+ All plumbing fittings and components supplied -
nothing to buy

+ Vertical mounting - undersink

Model WSP2000
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Application

« Kitchen - drinking and cooking
. Office - replace bottled water

Factory — filtered fresh tasting water for all staff
+ Potable water only
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Specifications and operating conditions

+ Materials of construction: Polypropylene and food safe
metal plumbing fittings

. Temperature range: 4 - 40° C, not for use in hot water

« Pressure: 50 — 860 kPa

« Use pressure limiting valve if maximum pressure may be
exceeded

o Part Number: System WSP2000 Cartridges Stage 1

PS0510 Stage2 CBO110

Flow rate: < 5lpm
«  Filter cartridge changeout frequency: 12 months max
Length: Head and cartridge 320mm Diameter: 250mm
« Inlet to filter housings: 4" quick connect tube fitting
WaterMark

AS/NZS 3497
WMKA22099

Contact BWT Australia  P: 1300 720 299

sales@bwtaustralia.com.au www.bwtaustralia.com.au

F: 03 9388 8299
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